








Identify the content of the Hardware pack (F):

4x Legs (H)

4x Corner brackets (I)

2x Headboard

bracket (K)
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STEP 5

Important:

Depending on the size of the platform base you purchased

Twin & Full: No support leg (J) or Center rail bracket (L)

Queen: 1x support leg (J) and 2x Center rail bracket (L)

King & CA King: 2x support leg (J) and 4x Center rail bracket (L)





STEP 6

Now that you have identified all components, we can start the

assembly process but first, pay close attention to the following 

detail:

IMPORTANT NOTE

The corner brackets are fitted with round holes and rounded rectangle

holes. The round holes must be used to attach the bracket to the Side 

Frames (A) and the rounded rectangle holes used to attach the bracket

to the End frames (B)

Round hole
Rounded rectangle 

hole



STEP 7

Use the bolt (M) and washer (N) to attach the center rail bracket (L) to

the  end frames (B). The bracket must be installed upward as illustrated

below. Adjust the brackets to be straight and level against the top of the

frame and tighten using the Allen key (T) 

M

N
L

T

FOR QUEEN AND KING SIZES ONLY
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STEP 8

Attach the 4 corner brackets (I) to the 2 end frames (B) with the 

bolts (M) and washers (N) using the rounded

rectangle holes. Do not fully tighten the bolts at this stage, leave 

them loose.

Rounded 

rectangle 

hole

The bottom of the corner 

bracket is fitted with a plate

where the legs will attach on.

I

I

where the legs will attach on.

Insure to position the bracket

so the plate is at the same 

level to the bottom of the 

frame.

B

B





STEP 10

Complete attaching all frames but leave all bolts loose

STEP 11

Adjust each corner so the end on the side frame (A) correctly lines 

up with end of end frame (B) then thighten the bolts.up with end of end frame (B) then thighten the bolts.







STEP 14

Once the support leg is attached to

the center rail, place the center rail 

in the center rail brackets.

FOR QUEEN AND KING SIZES ONLY





Your new platform base can now be covered.

Use a Phillips (star head) 

screw driver to attach the 2

middle slats to the side frames

using the wood screws (R) 



LAST STEP

Use the cover (E)  to recover the frame and voila, your new 

platform base is ready for use.



OPTIONAL STEPS FOR HEADBOARD

Should you decide to use your new platform base with a headboard,

the required hardware is already provided with the pack you received.

1st STEP:

Take the headboard bracket (K) provided with the hardware pack

of your base and identify which holes on the bracket corresponds

to the attachment holes on your headboard.

2nd STEP:

Once you have identified the matching holes, put 1 carriage bolt (O)

in each matching hole (In the illustration below, the washer (P) and 

nut (N) are used to keep the carriage bolts in place only)



3rd STEP:

Attach the headboard bracket (K) to the end frame (B) that is already

fitted with pre-drilled holes using the bolts (M) and washers (N).

Adjust the height of the braket by sliding it up or down. Once at the 

desired height, make sure the bracket is straight and tighten the bolts.
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